CONDUIT BODIES

Watertight Rigid Conduit Bodies with Stamped Steel Cover &
Neoprene Gasket, Malleable Iron * for Rigid * IMC conduit

Threaded LB Conduit Bodies

MLBICG /27 | 4-11/16" | 1-3/8" |2-7/16”

MLB2CG 3/4” 5-3/8” 1-5/8” |2-11/16” 1.7
MLB3CG l” 6-3/16” | 1-7/8” | 3-1/16” 164.4
MLB4CG I-1/4” 8-1/8” 2-5/8” | 3-1/4” 323.6
MLB5CG I-1/2” 8-1/8” 2-5/8” | 3-5/16” 367.8
MLB6CG 2” 10-1/2” | 3-1/4" |5-1/16" 590.4
MLB7CG 2-1/2” | 13-5/8” | 4-7/16” | 6-1/4" 1205.7
MLB8CG 3" 13-7/8” | 4-7/16” | 6-3/4” 1261.0
MLB9CG 3-1/2” | 16-1/4" | 5-11/16" | 7-3/4" 2139.5
MLBI10CG 4” 16-5/8” [5-11/16” | 8-1/16” [ 2250.0

g Threaded C Conduit Bodies

(a]

O

m MCICG 1/2” 5-3/8” 1-3/8” 1-3/4” 109.5

|: MC2CG 3/4” 6” 1-5/8” | 2-1/8” 133.4

= MC3CG |” 7-1/16” 1-7/8” | 2-5/16” 191.4

[a] MC4CG 1-1/4” 9” 2-5/8” 3-1/4” 345.7

Z MC5CG 1-1/2” 9” 2-5/8” | 3-5/16” 404.6

8 MC6CG 2” I-1/2" | 3-1/4” |3-15/16” 608.8
MC7CG 2-1/2” 15” 4-7/16” | 4-3/4” 1316.2
MC8CG 3” 15-1/8” | 4-7/16” | 5-5/8” 1537.2
MC9CG 3-1/2” 18-1/8” | 5-11/16" | 6-1/2” 2360.5
MCI0CG 4” 18-1/8” | 5-11/16" | 6-1/2” 2471.0
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